instruction

Programmable animal repeller MP3.

application: | g

Devices intended to emit sounds
mp3 with high intensity.

- repelling wild animal

- cyclic emission short messages

- presence simulation

- other, in the case of the demand for
faithful repetition of natural sounds

“ W model: ARP3

S oI i1y Bl Acoustic track faithfully reproduces

the recorded sounds.
* power DC12 V*

* working outdoors

* installing sound files on a standard micro SD card
* adjustable time of sound emission

* adjustable repetition time

* ability to select the operating mode

1. d_aytlme * The power supply is not included in the set.
2. night Suggested a power supply:

3. twenty- four hours - a power supply DC12V / 1A

4. external control - an battery 12V (eg. 7Ah)

- the solar power source 12V (ASE mode! 7S20U)

package includes: complete device, ready for use

O - annimal reppeler
- handle
- cable with assembly clamps
- microSD card
- documantation

* The microSD card contains
example sounds of bird of prey.

parameters:

acoustic track: power sin. 20W
supply: DC 12V /1A
adjustment range: sound intensity: 10-100%

emission time:  1-30 sec

repetiton time: 5-300 sec
dimentions [cm] : 20x 14 x8
operating temperature range [st.C]: -30/+60

info: www.ase.hoste.pl



instruction

. . . . operating mode switch
inside view: active: ppz.1 poz.2

O

()
T nameplate: I

=1 EV e 8 1 Turn the metal handle towards the base -4 screws.

( pay attention to the designation ,,down” on the base)
2.Fasten the base to the most or boom- clamp + 2 nuts
3.Using the switch SW select the appropriate mode of operation
(the table with the settings below)

day - the device will emit sounds only during the day
night — the device will emit sounds during the night
24h - active day and night
controlled — the device will emit sounds only when voltage ( +12V) appears at the input A
4 .Using the potentiometer P2 regulate repetition time (cycle length) 5 sec.- 5 min.
5.Using the potentiometer P3 regulate emission time 1-30sec.

(necessary condition time P3 > time P2)
6.Connect to power source 12V and regulate optimal sound intensity using the pot. P1.
7.Fasten the device to the base — 4 screws.

g ; day OFF ON
MicroSD card is loaded night ON OFF
sample mp3 audio files 24h ON ON

(sounds birds of prey). A=+12V*| OFF OFF

* external control ( optionally)

User can take microSD c " LED (read-out MP3)

ard out and upload o
arbitrary mp3 files,
adapting the device to : : volume

+

your own needs.

|

z ]

W,

=] :

If microSD card contains only  external control sound - g :
2
Q
<

one mp3 file, it will be played ~ (optionally) : lengt :
only in set time P2 or will be :
repeated . I cycle - :

time 5
If microSD card contains more !* ....... -

mp3 files than one, the sounds °¢ (S”PP/V)
will be played in sequence
(in set time P2)

sensor day / night

On the microSD card can be i programmable mp3 )
only mp3 files. ® ANIMAL REPELLER moce: ARP=-3

0] o] o] VA DC 12V | max 1A
max. acoustic power emissions ... 20W
class of sealing ... P64

producer ............ ASE c € B’

&5 GIOS: E0017352W

made in Poland WEB: ase.hoste.pl

update : 05.2015



instrukcja uzytkowania

Programowany odstraszacz akustyczny MP3.

przeznaczenie: | pe—

Urzadzenia przeznaczone do emisji
dzwiekéw MP3 z duzym natezeniem .

Zastosowanie:
- odstraszanie dzikich zwierzat
- cykliczna emisja krotkich komunikatéw
- symulacja obecnosci ,
- inne , gdy wystepuje potrzeba wiernego | o
powtarzania naturalnych dzwiekow &

T\ Tor akustyczny wiernie odtwarza zapisane dzwidki.

* zasilanie DC12V*

* do pracy na zewnatrz (IP64)

* pliki dzwigkowe mp3 instalowane na standardowej karcie microSD
* ustawiany czas emisji dzwieku 1-30 sek

* ustawiany czas powtarzania 5-300 sek

* regulacja natezenia dzwieku

mode: ARP' 3

* wybor trybu pracy: * Zrédio zasilania nie wehodzi w sktad zestawu.
1. dzienny sugerowane sposoby zasilania:
2. nocny - zasilacz sieciowy DC 12V (min. 1A)
3. catodobowy - dowolny akumulator 12V (np. zelowy 7Ah

4. sterowany z zewnatrz - zestaw solarny ASE : 7S20U

I ELGWENIERLZVTEIERN Urzadzenie kompletne, gotowe do pracy.

O - odstraszacz ARP3
- uchwyt
- kabel z zaciskami (dtugos¢ 3m)
- karte mocroSD*
- dokumentacije

*wgrane sq przyktadowe
krzyki ptakow drapieznych

tor akustyczny : moc sin. 20W

zasilanie: DC 12V /1A

zakresy regulaciji: natezenie dzwieku: 10-100%
czas emisji: 1-30 sek
czas powtarzania: 5-300 sek

wymiary [cm] : 20x14x 8

zakres temp. pracy [st.C]: -30/+60
info: www.ase.hoste.pl



Q)
instrukcja uzytkowania ASE
DEEIEWERN 1 przykrecic metalowy uchwyt do podstawy - 4 wkrety

(zwréci¢ uwage na oznaczenie "d6t" na podstawie)
2. zamocowac podstawe na maszcie lub wysiegniku - obejma + 2 nakretki
3. przetgcznikiem SW wybraé odpowiedni tryb pracy (tabela ustawien ponizej)

* dzien (urzgdzenie bedzie emitowato dZwieki tylko w dzieri)

*noc (urzgdzenie bedzie emitowato dzwieki tylko w nocy)

*doba (urzadzenie bedzie emitowato dZwiekicatg dobe)

* sterowany (urzgdzenie bedzie emitowato dZwieki tylko po podaniu +12V na wejscie sterujgce A)
4. wyregulowaé potencjometrem P2 czas powtarzania (dtugo$¢ cyklu) 5 sek - 5 min
5. wyregulowac potencjometrem P3 czas trwania emisji dzwieku 1-30 sek.

(powinien byé¢ spefniony warunek : czas P3 > czas P2)
6. podtaczy¢ zasilanie 12V i ustawic potencjometrem P1 optymalne natezenie dzwieku.
7. zamocowac urzgdzenie do podstawy - 4 wkrety

. . PRZEL. TRYBU PRACY
widok wewnqtrz: aktywny: | poz.1 poz.2

dzien OFF ON

Na zainstalowanej karcie noc ON OFF
sg wgrane przyktadowe ggbfmv* 8§F SE'F
pliki dzwickowe MP3 (odgtosy -

ptakdéw drapieznych). *sterowanie zewngtrzne (opcjonainie)

Uzytkownik moze wypiaé
karte i wgra¢ dowoline

pliki mp3, dostosowywujac
urzadzenie do swoich

' LED (odczyt MP3)

: SNOSC /\
SW EGI’.OSNOSC .+

potrzeb. E : § :
: Yo <

Jezeli na karcie bedzie STEROWANIE Z. X D*TUGOSC =

jeden pllk mp3’ deZ|e (opcjonalnie) ' DZWIEKU (DD:

odtwarzany tylko w ust. ' W:
O czasie P2, lub powtarzany - CZAS ~ o

jezeli czas pozwoli. M CYKLU+ _______

Jezeli na karcie bedzie wiecej DC (Zasianie) e —

niz jeden plik mp3, bedg

odtwarzane kolejno

(tylko ustawiony czas P2).

Na karcie moga by¢ tylko pliki ( programmable mp3 )

w formacie mp3. ANIMAL REPELLER moder ARP=-3

©
el
. . m| SUPPLY ..o DC 12V | max 1A
tabliczka znamionowa: E=R|[ max. acoustic power emissions ... 20W
class of sealing ... P64

producer ............ ASE C €
7.9
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